
 

38mm Steel Shackle Padlock 

 

DESCRIPTION: 

a) Widely used in chemical, electrical, automobile industry, etc. 
b) Easily to be carried 

c) With rewritable warning signs, other design can be customized. 
d) Key Retaining Feature (When the shackle is open, the key can’t be removed) 
e) High Security 12 pin cylinder lock, up to 50000pcs different locking mechanisms. 
f) Laser printing and logo engraving available if required. 
g) Shackle Length: 38mm 

h) All different colors available. 
 
MATERIAL: Reinforced nylon body and triple-coated hardened chrome plated steel shackle 

 
KEY CHARTING SYSTEM: 

1. Keyed Differ System (KD): Each padlock is keyed differently, supplied with 1 keys per lock. 

20000pcs individual padlocks available. 
2. Keyed Alike System (KA): Each padlock is keyed the same. 1 key will open all padlocks in each 

group. 
3. Differ & Master Key System (KDMK): Each padlock is keyed differently, supplied with 1keys per 

lock. A master key will override and open any of these padlocks. 
4. Alike & Master Key System (KAMK): Each padlock is keyed the same in one group. A master key 

will override and open all groups of Alike keyed. 
5. Grand Master Key System (GMK): Each padlock is keyed different in one group. A grand master 

key will override and open all different KDMK groups. 
 
KEY CHARTING REGISTRATION: 

We can laser print running numbers on keys and padlocks for registration. Once registered, you can 
re-order the key or padlock by providing the key number only. 
 

 

ITEM CODE: KD-P38S 

ORIGIN: CHINA 



 

76mm Steel Shackle Padlock 

 

DESCRIPTION: 

a) Widely used in chemical, electrical, automobile industry, etc. 
b) Easily to be carried 

c) With rewritable warning signs, other design can be customized. 
d) Key Retaining Feature (When the shackle is open, the key can’t be removed) 
e) High Security 12 pin cylinder lock, up to 50000pcs different locking mechanisms. 
f) Laser printing and logo engraving available if required. 
g) Shackle Length: 76mm 

h) All different colors available. 
 
MATERIAL: Reinforced nylon body and triple-coated hardened chrome plated steel shackle 

 
KEY CHARTING SYSTEM: 

1. Keyed Differ System (KD): Each padlock is keyed differently, supplied with 1 keys per lock. 

20000pcs individual padlocks available. 
2. Keyed Alike System (KA): Each padlock is keyed the same. 1 key will open all padlocks in each 

group. 
3. Differ & Master Key System (KDMK): Each padlock is keyed differently, supplied with 1keys per 

lock. A master key will override and open any of these padlocks. 
4. Alike & Master Key System (KAMK): Each padlock is keyed the same in one group. A master key 

will override and open all groups of Alike keyed. 
5. Grand Master Key System (GMK): Each padlock is keyed different in one group. A grand master 

key will override and open all different KDMK groups. 
 
KEY CHARTING REGISTRATION: 
We can laser print running numbers on keys and padlocks for registration. Once registered, you can 
re-order the key or padlock by providing the key number only. 
 

 

ITEM CODE: KD-P76S 

ORIGIN: CHINA 



 

Cable Shackle Safety Padlock PC175 

 

DESCRIPTION: 

a) Widely used in chemical, electrical, automobile industry, etc. 
b) Easily to be carried 

c) With rewritable warning signs, other design can be customized. 
d) Key Retaining Feature (When the shackle is open, the key can’t be removed) 
e) High Security 12 pin cylinder lock, up to 50000pcs different locking mechanisms. 
f) Laser printing and logo engraving available if required. 
g) Shackle Length: 38mm 

h) All different colors available. 
 
MATERIAL:  Reinforced nylon body and stainless steel cable /wire shackle 

 
KEY CHARTING SYSTEM: 

1. Keyed Differ System (KD): Each padlock is keyed differently, supplied with 1 keys per lock. 

20000pcs individual padlocks available. 
2. Keyed Alike System (KA): Each padlock is keyed the same. 1 key will open all padlocks in each 

group. 
3. Differ & Master Key System (KDMK): Each padlock is keyed differently, supplied with 1keys per 

lock. A master key will override and open any of these padlocks. 
4. Alike & Master Key System (KAMK): Each padlock is keyed the same in one group. A master key 

will override and open all groups of Alike keyed. 
5. Grand Master Key System (GMK): Each padlock is keyed different in one group. A grand master 

key will override and open all different KDMK groups. 
 
KEY CHARTING REGISTRATION: 
We can laser print running numbers on keys and padlocks for registration. Once registered, you can 
re-order the key or padlock by providing the key number only. 
 

 

ITEM CODE: CPC175 

ORIGIN: CHINA 



 

38mm Plastic Shackle Padlock 

 

DESCRIPTION: 

a) Widely used in chemical, electrical, automobile industry, etc. 
b) Easily to be carried 

c) With rewritable warning signs, other design can be customized. 
d) Key Retaining Feature (When the shackle is open, the key can’t be removed) 
e) High Security 12 pin cylinder lock, up to 50000pcs different locking mechanisms. 
f) Laser printing and logo engraving available if required. 
g) Shackle Length: 38mm 

h) All different colors available. 
 
MATERIAL: Reinforced nylon body and non-conductive plastic hackle 

 

KEY CHARTING SYSTEM: 

1. Keyed Differ System（KD): Each padlock is keyed differently, supplied with 1 keys per lock. 

20000pcs individual padlocks available. 
2. Keyed Alike System (KA): Each padlock is keyed the same. 1 key will open all padlocks in each 

group. 
3. Differ & Master Key System (KDMK): Each padlock is keyed differently, supplied with 1keys per 

lock. A master key will override and open any of these padlocks. 
4. Alike & Master Key System (KAMK): Each padlock is keyed the same in one group. A master key 

will override and open all groups of Alike keyed. 
5. Grand Master Key System (GMK): Each padlock is keyed different in one group. A grand master 

key will override and open all different KDMK groups. 
 
KEY CHARTING REGISTRATION: 

We can laser print running numbers on keys and padlocks for registration. Once registered, you can 
re-order the key or padlock by providing the key number only. 
 

 

ITEM CODE: KD-P38P 

ORIGIN: CHINA 



 

76mm Plastic Shackle Padlock 

 

DESCRIPTION: 

a) Widely used in chemical, electrical, automobile industry, etc. 
b) Easily to be carried 

c) With rewritable warning signs, other design can be customized. 
d) Key Retaining Feature (When the shackle is open, the key can’t be removed) 
e) High Security 12 pin cylinder lock, up to 50000pcs different locking mechanisms. 
f) Laser printing and logo engraving available if required. 
g) Shackle Length: 76mm 

h) All different colors available. 
 
MATERIAL: Reinforced nylon body and non-conductive plastic hackle 

 
KEY CHARTING SYSTEM: 

1. Keyed Differ System (KD): Each padlock is keyed differently, supplied with 1 keys per lock. 

20000pcs individual padlocks available. 
2. Keyed Alike System (KA): Each padlock is keyed the same. 1 key will open all padlocks in each 

group. 
3. Differ & Master Key System (KDMK): Each padlock is keyed differently, supplied with 1keys per 

lock. A master key will override and open any of these padlocks. 
4. Alike & Master Key System (KAMK): Each padlock is keyed the same in one group. A master key 

will override and open all groups of Alike keyed. 
5. Grand Master Key System (GMK): Each padlock is keyed different in one group. A grand master 

key will override and open all different KDMK groups. 
 
KEY CHARTING REGISTRATION: 

We can laser print running numbers on keys and padlocks for registration. Once registered, you can 
re-order the key or padlock by providing the key number only. 
 

 

ITEM CODE: KD-P76P 

ORIGIN: CHINA 


